
This simple and elegant bollard is perfect for preventing unauthorised vehicle access 
or parking in communal areas. Sleek, yet striking, this bollard is the preferred choice for 
prestigious sites.

Available in grade 304 stainless steel as standard, this bollard is designed to remain 
aesthetically pleasing with minimal upkeep.

Supplied ragged as standard; flanged and removable versions are also available. Flanged 
and removable bollards exclude fixing bolts and padlock required to secure. 

Bolt down to a suitable concrete surface.
Telescopic, removable and concrete in are supplied with welded fixing spikes to ensure firm ground anchorage into concrete.

Telescopic, removable and concrete in require a suitable excavated hole for installing into concrete.
Products are guaranteed for 12 months (if installed and used correctly).
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 Mitre Top Bollard 1000mm Above Ground
60mm - 114mm Diameter

Stainless Steel 

Product details
1000mm height above ground• Concrete in 400mm (below ground)• 

2mm wall thickness• 

Installation & use

Part Number Description Weight (kg)
138 126 060 60mm Stainless Steel - Concrete In 4kg
138 126 061 60mm Stainless Steel - Bolt Down 4kg
138 126 076 76mm Stainless Steel - Concrete In 5kg
138 126 077 76mm Stainless Steel - Bolt Down 5kg
138 126 089 89mm Stainless Steel - Concrete In 6kg
138 126 090 89mm Stainless Steel - Bolt Down 6kg
138 126 101 101mm Stainless Steel - Concrete In 7kg
138 126 102 101mm Stainless Steel - Bolt Down 7kg
138 126 114 114mm Stainless Steel - Concrete In 8kg
138 126 115 114mm Stainless Steel - Bolt Down 8kg


